
Acoustic  data  has  been  derived  from  tests  carried  out  in  a  Flakt  Woods
laboratory,  in  accordance  with  BS  848  Pt  2,  1985  /  ISO  5136  under  Ducted
conditions.  The  LpA  figure  provided  is  the  overall  Inlet  sound  pressure  level
calculated  at  the  specified  distance,  under  spherical,  free  field  conditions.
Breakout  levels  stated are  estimated from  induct sound  power levels and are
provided for guidance.

Acoustic figures for adjusted running speeds have been interpolated and are for
reference only.

Warunki:Ta  oferta  jest  wykonana  zgodnie  z  warunkami  okreslonymi  w  liście
towarzyszącym
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100JM.HT/31/4/6/IE1/132S/6.6  -  SMHA-100-066-10-8 1

SK100001 - Type A  Performance Adjustment
JM.Hatch-249333 - Inlet (Motor Side) Guard
JM.Hatch-244955 - Siatka - od strony wirnika

1
1
1

Opis Ilość

Wentylator

Wyposazenie

Spektrum dźwieku (Hz)

63 125 250 500 1k 2k 4k 8k LpA @ 1 m**

Całkowity

Lw*

Wlot* 86 86 93 96 100 99 95 88 104 93

Wylot* 87 86 94 96 100 101 96 91 105 94

Przez obudowę* 87 86 94 96 100 101 96 91 105 94

* Lw dB re 10  -12 W                                                       ** dBA re 2x10  -5  Pa
Sound data at actual duty.

Kod  wentylatora SMHA-100-066-10-8
Srednica  wentylatora 1000 mm
Lopatki 6
Obrotowa 1440 rpm
Prędkość 4,9 m/s
Kąt łopatki 8°
Installation Type / Kierunek  przeply A / AU

Wymagana  wydajność 14400mł/h @ 400 Pa (static)
Wydajność w sytuacji awaryjnej 13867mł/h @ 371 Pa (static)
Cisnienie  dynamiczne wylotu 14 Pa
Straty na okcesoriach 17 Pa

Moc na wale 2,74 kW
Maks. moc na wale 2,87 kW
Calkowita  sprawnosc 54,2 %

Rama silnika 132S [ Class F ]
Moc znamionowa 6,60 kW [ IE1 ] 
Prąd pełnego obciążenia 12,6 A
Prad startu 84,4 A
Mocowanie silnika Podkładka
Zasilanie 380-420 Volts 50 Hz 3 Phase
Typ startu DOL
uzwojenie silnika Standard
Załącznik Standard Wszystkie

ErP [FMEG] Rating Not in Scope

Gęstość  powietrza 1,2 kg/mł / 20 °C / 0 m / 50% RH
Oddymianie 400°C / 2h  (F400)
Numer produktu 100JM.HT/31/4/6/IE1/132S/6.6
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 8°

1440 rpm  

ISO 5801

Type A
Air Density 1,2 kg/ml
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SMHA-100-066-10-8Kod  wentylatora :



A 1470

B 1570

C 1000

D 1000

E 1200

F 1300

G 1380

H 1480

Weight 520

Notes :  Dimensions shown in mm / Weight in kg / Weight at the highest motor rating Reference :Catalogue drawing
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This drawing shows dimensions that should be used as a guide only and are subject to change. Certified drawings are available on request.


